
 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 
 

420 N. Roosevelt Ave. 
Chandler, AZ 85226 

(480) 276-0406 
(800) 528-8242 

FAX (480) 940-0313 
 
 

Contract Index Number is STS515 
State Term Schedule # 7751500307 

Effective date of contract is: July 1, 2015 
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RETAIL PRICE LIST July 2015 

 

 

 

SUPERSHOT MELTERS 

(2015 Model with upgrades)  

(STS DISCOUNT 22%) 
 

PART # DESCRIPTION RETAIL PRICE 

43600 SuperShot 125D 44,571.00 

43800 SuperShot 125DC w/50 CFM Comp 56,000.00 

45500 SuperShot 125DC w/70 CFM Comp 60,714.00 

44100 SuperShot 250D 51,429.00 

45200 SuperShot 250DC w/50 CFM Comp 63,673.00 

45300 SuperShot 250DC w/70 CFM Comp 67,143.00 

 

 

EZ SERIES II 1500 MELTERS 

(2015 Model with upgrades)  

(STS DISCOUNT 25%) 
 

PART # DESCRIPTION RETAIL PRICE 

46500SB EZ Series II 1500 Double Pump 73,952.00 

46500EB EZ Series II 1500 Electric Double Pump  79,900.00 
 

 

PATCHERS 

(2015 Model with upgrades)  

(STS DISCOUNT 15%) 
 

PART # DESCRIPTION RETAIL PRICE 

56700 PATCHER 2 57,000.00 

91000 MAGNUM SPRAY PATCHER 70,000.00 
 



EZ SERIES II 1500



 Dimesions - 200.0”L / 94.13”W / 92.31”H

Shipping Weight - 6,700 lbs / 3,039 kg - Actual

Gross Weight - 10,600 lbs / 4,808 kg - Approx.

Material Capacity - 396 Gal / 1500 liter

Melt Rate - 2,800 lbs/hr

Approx. Heat Transfer Oil - 45.5 Gal / 170.34 liter

Tank Construction - Double Boiler w/ Center Column

Tank Opening - 
(1) 16” x 24” / 406 mm x 609.3 mm
(1) 14” x 18” / 356 mm x 457.2 mm

Loading Height - 56.0 in / 143.5 cm

Heat Input - 420,000 Btu

Diesel Fuel Capacity - 30 Gal / 113.5 liter

Hydraulic Oil Capacity - 24 Gal / 90.8 liter

Engine Standard - Three Cyl. Isuzu Mod 3CH1 21.2 BHP @3,000 RPM

Engine Option (w/Compressor) - Three Cyl. Isuzu Mod 3CD1TK 41.6 BHP @3,000 RPM

Axle Capacity - Dual 6,000 lb / Torsional ea.

Tires - ST235/80 R16

Air Compressor (Optional) - 63CFM @ 100PSI

Surface Area-Material Tank - 9,448 in2 / 60,954 cm2

Surface Area-Oil Tank - 9,921 in2 / 64,006 cm2

Ratio of Tank Surface Area - 1.05:1

Controls - Digital

Control Location - Rear Control Station

Hose Style - Standard or Electric

Wand Style - Standard or Electric

Hose Compartment - Yes

Material Recirculation - Yes

Boom - Sliding Bearing

Burner Box - Removable From Side

EZ SERIES II 1500



SUPER SHOT 125



 Dimesions - 138.25”L / 68.0”W / 83.25”H

Shipping Weight - 2,800 lbs / 1,270 kg - Actual

Gross Weight - 5,200 lbs / 2,358 kg - Approx.

Material Capacity - 132 Gal / 500 liter

Melt Rate - 1,000 lbs/hr

Approx. Heat Transfer Oil - 34 Gal / 128 liter

Tank Construction - Double Boiler

Tank Opening - 14” x 18” / 355.6 mm x 457.2 mm

Loading Height - 58.0 in / 1473 mm

Heat Input - 250,000 Btu

Diesel Fuel Capacity - 26 Gal / 98 liter

Hydraulic Oil Capacity - 26 Gal / 98 liter

Engine Standard - Three Cyl. Isuzu Mod 3CB1 25.4 BHP @3,000 RPM

Engine Option (w/Compressor) -
(53 cfm comp.) 3 Cyl. Isuzu Mod 3CD1 33 BHP @3,000 RPM
(70 cfm comp.) 3 Cyl. Isuzu Mod 3CD1TK 41.6BHP @3,000 RPM

Axle Capacity - Single 5,200 lb Torsional / 2,359 kg 

Tires - ST225/75R15

Air Compressor (Optional) - 53.8CFM @ 100PSI / 70CFM @ 100PSI

Surface Area-Material Tank - 4,267 in2 / 27,529 cm2

Surface Area-Oil Tank - 5,244 in2 / 33,832 cm2

Ratio of Tank Surface Area - 1.22:1

Controls - Standard Super Shot

Control Location - Hydraulic Rear, Control Box Curb Side

Hose Style - Electric

Wand Style - Electric

Hose Compartment - No

Material Recirculation - No

Boom - Dual Pillow Block Bearings

Burner Box - Front Panel Removable

SUPER SHOT 125



SUPER SHOT 250



 Dimesions - 174.00”L / 91.25”W / 81.00”H

Shipping Weight - 5,800 lbs / 2,658 kg - Actual

Gross Weight - 9,900 lbs / 4,490 kg - Approx.

Material Capacity - 250 Gal / 946 liter

Melt Rate - 1,700 lbs/hr

Approx. Heat Transfer Oil - 49 Gal / 185 liter

Tank Construction - Double Boiler

Tank Opening - 16” x 24” / 406.4 mm x 609.6 mm

Loading Height - 58.0 in / 1473 mm

Heat Input - 290,000 Btu

Diesel Fuel Capacity - 32 Gal / 121 liter

Hydraulic Oil Capacity - 26 Gal / 98 liter

Engine Standard - Three Cyl. Isuzu Mod 3CB1 25.4 BHP @3,000 RPM

Engine Option (w/Compressor) -
(53 cfm comp.) 3 Cyl. Isuzu Mod 3CD1 33 BHP @3,000 RPM
(70 cfm comp.) 3 Cyl. Isuzu Mod 3CD1TK 41.6BHP @3,000 RPM

Axle Capacity - Dual 5,200 lb Torsional / 2,359 kg 

Tires - ST225/75R15

Air Compressor (Optional) - 53.8CFM @ 100PSI / 70CFM @ 100PSI

Surface Area-Material Tank - 6,632 in2 / 42,787 cm2

Surface Area-Oil Tank - 7,655 in2 / 49,387 cm2

Ratio of Tank Surface Area - 1.15:1

Controls - Standard Super Shot

Control Location - Hydraulic Rear, Control Box Curb Side

Hose Style - Electric

Wand Style - Electric

Hose Compartment - No

Material Recirculation - No

Boom - Dual Pillow Block Bearings

Burner Box - Front Panel Removable

SUPER SHOT 250



PATCHER II



 Dimesions - 174” L / 74” W / 69” H

Shipping Weight - 4,700 lbs / 2,132 kg - Actual

Gross Weight - 9,900 lbs / 4,491 kg - Approx.

Material Capacity - 200 Gal / 757 liter

Approx. Heat Transfer Oil - 24 Gal / 91 liter

Tank Construction - Double Boiler w/Horizontal Agitation

Tank Opening - (2) Loading Hatches 255 sq in/1,644 sq cm each

Loading Height - 60.0 in / 1520 mm

Heat Input - 245,000 Btu

Diesel Fuel Capacity - 26 Gal / 98.4 liter

Hydraulic Oil Capacity - 15 Gal / 57 liter

Engine Standard - Three Cyl. Isuzu Mod 3CA1 23.5 BHP @3,600 RPM

Axle Capacity - Dual 5,200 lb Torsional / 2,359 kg 

Tires - ST225/75R15

Controls - Digital

Control Location - Curb Side

Discharge - Rear Gravity

PATCHER II



MAGNUM
SPRAY PATCHER



 Dimesions - 203” L / 89” W / 85” H

Max Production - 7 tons per hour

Shipping Weight - 6,400 lbs 

Gross Weight - 12,000 lbs

Emulsion Tank Capacity - 250 Gal 

Emulsion Tank Heater - 1500 watts @ 120V or 6000 watts @ 240V

Boom - 250” length w/adjustable spring counterweight

Work Area - 1275 Sq Ft

Operator Controls - Boom mounted at operator position

Discharge Nozzle - 360o Emulsion Ring

Flush Tank - 30 Gal

Compressor - 13.2 cfm

Aggregate Delivery - 140” screw auger, hard face

Material Hose - 3” ID x 20’ L

Blower - 486 CFM

Engine - 80 HP water cooled

Trailer Construction - Channel Beam

Tires - ST 225/75R15

Axels - Tandem 6000 lb capacity

Brakes - Electric

MAGNUM SPRAY PATCHER
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