
The requirement is a minimum of 32 channels  
 
The BDA will need to operate on those listed for the 3.5 until make the move to the 7.x.  After the move 

to 7.X, OSHP Technicians will make the changes. 

 
Current 3.5, 800 only: 
1. 853.4875 

2. 853.3625 

3. 853.1125 

4. 853.1750 

5. 852.8000 

6. 852.7750 

7. 852.4750 

8. 854.1875 

9. 852.2125 

10. 852.1750 

11. 851.8125 

12. 851.7875 

13. 859.1875 

  

Columbus MARCS 7X: 
1. 774.28125 

2. 774.03125 

3. 773.78125 

4. 773.53125 

5. 773.28125 

6. 773.03125 

7. 770.95625 

8. 770.70625 

9. 770.45625 

10. 770.20625 

11. 769.70625 

12. 769.20625 

13. 858.4625 OSU 

14. 859.7625 OSU 

15. 854.1375 OSU 

16. 854.2375 OSU 

17. 854.5625 OSU 

18. 854.6875 OSU 

19. 857.0625 OSU  
20. 857.5375 OSU 

21. ? freq from 3.5 above 

22. ? freq from 3.5 above 

23. ? freq from 3.5 above 

24. ? freq from 3.5 above 


